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Introduction  

 

The purpose of this report is to address air quality, community health risk, and greenhouse gas 

(GHG) impacts associated with the proposed residential development located at 459-485 South 4th 

Street in San José, California. The air quality impacts from this project would be associated with 

demolition of the existing land uses, construction of the new buildings and infrastructure, and 

operation of the project. Air pollutants and GHG emissions associated with construction and 

operation of the project were predicted using models. In addition, the potential project health risk 

impacts (includes construction and operation) and the impact of existing toxic air contaminant 

(TAC) sources affecting the nearby and proposed sensitive receptors were evaluated. The analysis 

was conducted following guidance provided by the Bay Area Air Quality Management District 

(BAAQMD).1  

 

Project Description 

 

The approximately 0.45-acre site is comprised of two parcels located at 459-485 South 4th Street 

in the downtown San José. The project site is developed with two apartment buildings and a single-

family residence. Vehicular access to the project site is currently provided via two access 

driveways along South 4th Street. As proposed, the project would demolish all three residences and 

construct a 23-story tower with up to 240 dwelling units and a maximum height of approximately 

274 feet. Amenity space for residents is proposed on the third floor, which would include fitness 

space, and a common study area. The project proposes a roof deck and roof lounge on the roof. 

The project would include up to 95 parking spaces in triple-high puzzle stackers which would be 

located on the ground floor. 

 

The intent of the building is to provide student housing for San José State University (SJSU). The 

240 dwelling units would have a total of 750 beds. By law, there cannot, however, be restrictions 

on who may occupy the building. As such, the building may be rented by unit or by bed.  

 

Setting 

 

The project is located in Santa Clara County, which is in the San Francisco Bay Area Air Basin. 

Ambient air quality standards have been established at both the State and federal level. The Bay 

Area meets all ambient air quality standards with the exception of ground-level ozone, respirable 

particulate matter (PM10), and fine particulate matter (PM2.5).  

 

Air Pollutants of Concern 

 

High ozone levels are caused by the cumulative emissions of reactive organic gases (ROG) and 

nitrogen oxides (NOX). These precursor pollutants react under certain meteorological conditions 

to form high ozone levels. Controlling the emissions of these precursor pollutants is the focus of 

the Bay Areaôs attempts to reduce ozone levels. The highest ozone levels in the Bay Area occur in 

the eastern and southern inland valleys that are downwind of air pollutant sources. High ozone 

levels aggravate respiratory and cardiovascular diseases, reduced lung function, and increase 

coughing and chest discomfort. 

 
1 Bay Area Air Quality Management District, CEQA Air Quality Guidelines, May 2017. 
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Particulate matter is another problematic air pollutant of the Bay Area. Particulate matter is 

assessed and measured in terms of respirable particulate matter or particles that have a diameter of 

10 micrometers or less (PM10) and fine particulate matter where particles have a diameter of 2.5 

micrometers or less (PM2.5). Elevated concentrations of PM10 and PM2.5 are the result of both 

region-wide (or cumulative) emissions and localized emissions. High particulate matter levels 

aggravate respiratory and cardiovascular diseases, reduce lung function, increase mortality (e.g., 

lung cancer), and result in reduced lung function growth in children. 

 

Toxic Air Contaminants 

 

Toxic air contaminants (TAC) are a broad class of compounds known to cause morbidity or 

mortality (usually because they cause cancer) and include, but are not limited to, the criteria air 

pollutants. TACs are found in ambient air, especially in urban areas, and are caused by industry, 

agriculture, fuel combustion, and commercial operations (e.g., dry cleaners). TACs are typically 

found in low concentrations, even near their source (e.g., diesel particulate matter [DPM] near a 

freeway). Because chronic exposure can result in adverse health effects, TACs are regulated at the 

regional, State, and federal level. 

 

Diesel exhaust is the predominant TAC in urban air and is estimated to represent about three-

quarters of the cancer risk from TACs (based on the Bay Area average). According to the 

California Air Resources Board (CARB), diesel exhaust is a complex mixture of gases, vapors, 

and fine particles. This complexity makes the evaluation of health effects of diesel exhaust a 

complex scientific issue. Some of the chemicals in diesel exhaust, such as benzene and 

formaldehyde, have been previously identified as TACs by the CARB, and are listed as 

carcinogens either under the State's Proposition 65 or under the Federal Hazardous Air Pollutants 

programs.  

  

Regulatory Setting 

 

Federal Regulations 

 

The United States Environmental Protection Agency (EPA) sets nationwide emission standards 

for mobile sources, which include on-road (highway) motor vehicles such trucks, buses, and 

automobiles, and non-road (off-road) vehicles and equipment used in construction, agricultural, 

industrial, and mining activities (such as bulldozers and loaders). The EPA also sets nationwide 

fuel standards. California also has the ability to set motor vehicle emission standards and standards 

for fuel used in California, as long as they are the same or more stringent than the federal standards.  

 

In the past decade the EPA has established a number of emission standards for on- and non-road 

heavy-duty diesel engines used in trucks and other equipment. This was done in part because diesel 

engines are a significant source of NOX and particulate matter (PM10 and PM2.5) and because the 

EPA has identified DPM as a probable carcinogen. Implementation of the heavy-duty diesel on-

road vehicle standards and the non-road diesel engine standards are estimated to reduce particulate 

matter and NOX emissions from diesel engines up to 95 percent in 2030 when the heavy-duty 
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vehicle fleet is completely replaced with newer heavy-duty vehicles that comply with these 

emission standards.2  

 

In concert with the diesel engine emission standards, the EPA has also substantially reduced the 

amount of sulfur allowed in diesel fuels. The sulfur contained in diesel fuel is a significant 

contributor to the formation of particulate matter in diesel-fueled engine exhaust. The new 

standards reduced the amount of sulfur allowed by 97 percent for highway diesel fuel (from 500 

parts per million by weight [ppmw] to 15 ppmw), and by 99 percent for off-highway diesel fuel 

(from about 3,000 ppmw to 15 ppmw). The low sulfur highway fuel (15 ppmw sulfur), also called 

ultra-low sulfur diesel (ULSD), is currently required for use by all vehicles in the U.S.  

 

All of the above federal diesel engine and diesel fuel requirements have been adopted by 

California, in some cases with modifications making the requirements more stringent or the 

implementation dates sooner. 

 

State Regulations 

 

To address the issue of diesel emissions in the state, CARB developed the Risk Reduction Plan to 

Reduce Particulate Matter Emissions from Diesel-Fueled Engines and Vehicles.3 In addition to 

requiring more stringent emission standards for new on-road and off-road mobile sources and 

stationary diesel-fueled engines to reduce particulate matter emissions by 90 percent, a significant 

component of the plan involves application of emission control strategies to existing diesel 

vehicles and equipment. Many of the measures of the Diesel Risk Reduction Plan have been 

approved and adopted, including the federal on-road and non-road diesel engine emission 

standards for new engines, as well as adoption of regulations for low sulfur fuel in California.  

 

CARB has adopted and implemented a number of regulations for stationary and mobile sources to 

reduce emissions of DPM. Several of these regulatory programs affect medium and heavy-duty 

diesel trucks that represent the bulk of DPM emissions from California highways. CARB 

regulations require on-road diesel trucks to be retrofitted with particulate matter controls or 

replaced to meet 2010 or later engine standards that have much lower DPM and PM2.5 emissions. 

This regulation will  substantially reduce these emissions between 2013 and 2023. While new 

trucks and buses will meet strict federal standards, this measure is intended to accelerate the rate 

at which the fleet either turns over so there are more cleaner vehicles on the road or is retrofitted 

to meet similar standards. With this regulation, older, more polluting trucks would be removed 

from the roads sooner.  

 

CARB has also adopted and implemented regulations to reduce DPM and NOX emissions from in-

use (existing) and new off-road heavy-duty diesel vehicles (e.g., loaders, tractors, bulldozers, 

backhoes, off-highway trucks, etc.). The regulations apply to diesel-powered off-road vehicles 

with engines 25 horsepower (hp) or greater. The regulations are intended to reduce particulate 

matter and NOX exhaust emissions by requiring owners to turn over their fleet (replace older 

 
2 USEPA, 2000. Regulatory Announcement, Heavy-Duty Engine and Vehicle Standards and Highway Diesel Fuel Sulfur Control 

Requirements. EPA420-F-00-057. December. 
3 California Air Resources Board, 2000. Risk Reduction Plan to Reduce Particulate Matter Emissions from Diesel-Fueled 

Engines and Vehicles. October. 
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equipment with newer equipment) or retrofit existing equipment in order to achieve specified fleet-

averaged emission rates. Implementation of this regulation, in conjunction with stringent federal 

off-road equipment engine emission limits for new vehicles, will significantly reduce emissions of 

DPM and NOX.  

 

Bay Area Air Quality Management District (BAAQMD) 

 

BAAQMD has jurisdiction over an approximately 5,600-square mile area, commonly referred to 

as the San Francisco Bay Area (Bay Area). The Districtôs boundary encompasses the nine San 

Francisco Bay Area counties, including Alameda County, Contra Costa County, Marin County, 

San Francisco County, San Mateo County, Santa Clara County, Napa County, southwestern 

Solano County, and southern Sonoma County.  

 

BAAQMD is the lead agency in developing plans to address attainment and maintenance of the 

National Ambient Air Quality Standards and California Ambient Air Quality Standards. The 

District also has permit authority over most types of stationary equipment utilized for the proposed 

project. The BAAQMD is responsible for permitting and inspection of stationary sources; 

enforcement of regulations, including setting fees, levying fines, and enforcement actions; and 

ensuring that public nuisances are minimized. 

 

The BAAQMD California Environmental Quality Act (CEQA) Air Quality Guidelines4 were 

prepared to assist in the evaluation of air quality impacts of projects and plans proposed within the 

Bay Area. The guidelines provide recommended procedures for evaluating potential air impacts 

during the environmental review process consistent with CEQA requirements including thresholds 

of significance, mitigation measures, and background air quality information. They also include 

assessment methodologies for air toxics, odors, and greenhouse gas emissions. Attachment 1 

includes detailed community risk modeling methodology. 

 

BAAQMD Rules and Regulations 

 

Combustion equipment associated with the proposed project that includes new diesel engines to 

power generators and possibly new natural gas-fired boilers would establish new sources of 

particulate matter and gaseous emissions. Emissions would primarily result from the testing of the 

emergency backup generators, operation of the boilers for space and water heating and some minor 

emissions from cooling towers. The project would also generate emissions from vehicles traveling 

to and from the project. 

 

Certain emission sources would be subject to BAAQMD Regulations and Rules. The Districtôs 

rules and regulations that may apply to the project include: 

 

¶ Regulation 2 ï Permits 

Rule 2-1: General Requirements 

Rule 2-2: New Source Review 

¶ Regulation 6 ï Particulate Matter and Visible Emissions 

¶ Regulation 9 ï Inorganic Gaseous Pollutants 

 
4 Bay Area Air Quality Management District, 2017. CEQA Air Quality Guidelines. May. 
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Rule 9-1: Sulfur Dioxide 

Rule 9-7: Nitrogen Oxides and Carbon Monoxide from Industrial, Institutional, and 

Commercial Boilers, Steam Generators, And Process Heaters 

Rule 9-8: Nitrogen Oxides and Carbon Monoxide from Stationary Internal 

Combustion Engines 

Permits  

 

Rule 2-1-301 requires that any person installing, modifying, or replacing any equipment, the use 

of which may reduce or control the emission of air contaminants, shall first obtain an Authority to 

Construct (ATC). 

 

Rule 2-1-302 requires that written authorization from the BAAQMD in the form of a Permit to 

Operate (PTO) be secured before any such equipment is used or operated. 

 

Rule 2-1 lists sources that are exempt from permitting. At the proposed facility, the diesel fuel 

storage tanks are expected to be exempt from permitting. 

 

New Source Review 

 

Rule 2-2, New Source Review (NSR), applies to all new and modified sources or facilities that are 

subject to the requirements of Rule 2-1-301. The purpose of the rule is to provide for review of 

such sources and to provide mechanisms by which no net increase in emissions will result. 

 

Rule 2-2-301 requires that an applicant for an ATC or PTO apply Best Available Control 

Technology (BACT) to any new or modified source that results in an increase in emissions and 

has emissions of precursor organic compounds, non-precursor organic compounds, NOx, SO2, 

PM10, or CO of 10.0 pounds or more per highest day. Based on the estimated emissions from the 

proposed project, BACT will be required for NOx emissions from the diesel-fueled generator 

engines. 

 

BACT for Diesel Generator Engines 

 

Since the generators will be used exclusively for emergency use during involuntary loss of power, 

the BACT 2 levels listed for IC compression engines in the BAAQMD BACT Guidelines would 

apply. The BACT 2 NOx emission factor limit is 6.9 grams per horsepower hour (g/hp-hr). The 

projectôs proposed engines will have emissions lower than the BACT 2 level and, as such, will 

comply with the BACT requirements. 

 

Offsets 

 

 Rule 2-2-302 require that offsets be provided for a new or modified source that emits more than 

10 tons per year of NOx or precursor organic compounds. It is not expected that emissions of any 

pollutant will exceed the offset thresholds. Thus, is not expected that offsets for the proposed 

project would be required. 
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Prohibitory Rules 

 

Regulation 6 pertains to particulate matter and visible emissions. Although the engines will be 

fueled with diesel, they will be modern, low emission engines. Thus, the engines are expected to 

comply with Regulation 6. 

 

Rule 9-1 applies to sulfur dioxide. The engines will use ultra-low sulfur diesel fuel (less than 15 

ppm sulfur) and will not be a significant source of sulfur dioxide emissions and are expected to 

comply with the requirements of Rule 9-1. 

 

Rule 9-7 limits the emissions of NOx CO from industrial, institutional and commercial boilers, 

steam generators and process heaters. This regulation typically applies to boilers with a heat rating 

of 2 million British Thermal Units (BTU) per hour  

 

Rule 9-8 prescribes NOx and CO emission limits for stationary internal combustion engines. Since 

the proposed engines will be used with emergency standby generators, Regulation 9-8-110 

exempts the engines from the requirements of this Rule, except for the recordkeeping requirements 

(9-8-530) and limitations on hours of operation for reliability-related operation (maintenance and 

testing). The engines will not operate more than 50 hours per year, which will satisfy the 

requirements of 9-8-111. 

 

Stationary Diesel Airborne Toxic Control Measure 

 

The BAAQMD administers the stateôs Airborne Toxic Control Measure (ACTM) for Stationary 

Diesel engines (section 93115, title 17 CA Code of Regulations). The projectôs stationary sources 

will be new stationary emergency standby diesel engines larger than 50 hp. Since the engines will 

have an uncontrolled PM emission factor of less than 0.15 g/hp-hour and operate no more than 50 

hours per year, the engines will comply with the requirements of the ACTM. 

 

San José Envision 2040 General Plan 

 

The San José Envision 2040 General Plan includes goals, policies, and actions to reduce exposure 

of the Cityôs sensitive population to exposure of air pollution and toxic air contaminants or TACs. 

The following goals, policies, and actions are applicable to the proposed project and this 

assessment: 

 

Applicable Goals ï Air Pollutant Emission Reduction 

 

Goal MS-10 Minimize emissions from new development. 

 

Applicable Policies ï Air Pollutant Emission Reduction 

 

MS-10.1  Assess projected air emissions from new development in conformance with the Bay 

Area Air Quality Management District (BAAQMD) CEQA Guidelines and relative 

to state and federal standards. Identify and implement feasible air emission 

reduction measures. 
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MS-10.2  Consider the cumulative air quality impacts from proposed developments for 

proposed land use designation changes and new development, consistent with the 

regionôs Clean Air Plan and State law. 

  

MS-10.3  Promote the expansion and improvement of public transportation services and 

facilities, where appropriate, to both encourage energy conservation and reduce air 

pollution. 

 

Applicable Goals ï Toxic Air Contaminants 

 

Goal MS-11 Minimize exposure of people to air pollution and toxic air contaminants such as 

ozone, carbon monoxide, lead, and particulate matter. 

 

Applicable Policies ï Toxic Air Contaminants 

 

MS-11.2  For projects that emit toxic air contaminants, require project proponents to prepare 

health risk assessments in accordance with BAAQMD-recommended procedures 

as part of environmental review and employ effective mitigation to reduce possible 

health risks to a less than significant level. Alternatively, require new projects (such 

as, but not limited to, industrial, manufacturing, and processing facilities) that are 

sources of TACs to be located an adequate distance from residential areas and other 

sensitive receptors.  

 

MS-11.5  Encourage the use of pollution absorbing trees and vegetation in buffer areas 

between substantial sources of TACs and sensitive land uses. 

 

Actions ï Toxic Air Contaminants 

 

MS-11.7  Consult with BAAQMD to identify stationary and mobile TAC sources and 

determine the need for and requirements of a health risk assessment for proposed 

developments. 

 

MS-11.8  For new projects that generate truck traffic, require signage which reminds 

drivers that the State truck idling law limits truck idling to five minutes. 
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Downtown Strategy 2040 Plan 

 

The San José Downtown Strategy (DTS) 2040 Plan is an urban design plan that guides 

development activities planned within the Downtown area. This strategy would increase the 

amount of new commercial office by an additional three million sf (approximately 10,000 jobs 

with the new total being 14.2 million sf of commercial by the year 2040. The residential capacity 

would be increased up to 4,360 units. The amount of new retail development (1.4 million sf) and 

hotel room (3,600 rooms) capacities of the Downtown Strategy 2000 would be maintained. The 

integrated Final Environmental Impact Report was published December 2018.  

 

The DTS identified less-than-significant construction period emissions if development projects are 

in conformance with 2017 BAAQMD CEQA Guidelines, GP Policy MS-13.1, and current City 

requirements that include various levels of construction emissions control measures.  All projects 

are required to implement the following control measures: 

 

City requirements, all projects will be required to implement the following control measures: 

 

¶ All exposed surfaces (e.g., parking areas, staging areas, soil piles, graded areas, and 

unpaved access roads) shall be watered two times per day. 

¶ All haul trucks transporting soil, sand, or other loose material off-site shall be 

covered. 

¶ All visible mud or dirt track-out onto adjacent public roads shall be removed using 

wet power vacuum street sweepers at least once per day. The use of dry power 

sweeping is prohibited. 

¶ All vehicle speeds on unpaved roads shall be limited to 15 mph. 

¶ All roadways, driveways, and sidewalks to be paved shall be completed as soon as 

possible. 

¶ Building pads shall be laid as soon as possible after grading unless seeding or soil 

binders are used. 

¶ Idling times shall be minimized either by shutting equipment off when not in use 

or reducing the maximum idling time to 5 minutes (as required by the California 

airborne toxics control measure Title 13, Section 2485 of California Code of 

Regulations). Clear signage shall be provided for construction workers at all access 

points. 

¶ All construction equipment shall be maintained and properly tuned in accordance 

with manufacturerôs specifications. All equipment shall be checked by a certified 

visible emissions evaluator. 

¶ Post a publicly visible sign with the telephone number and person to contact at the 

lead agency regarding dust complaints. This person shall respond and take 

corrective action within 48 hours. The Air Districtôs phone number shall also be 

visible to ensure compliance with applicable regulations. 
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Future projects developed under the DTS that incorporate these measures and are below the 

screening levels would not result in a significant impact related to construction emissions of 

regional criteria pollutants.  Projects that exceed the screening levels would be required to 

complete additional project level analysis of construction-related emissions of criteria pollutants 

and may require additional measures to ensure that construction emissions would not exceed the 

threshold for average daily emissions. The proposed project exceeds these screening thresholds, 

and therefore, an analysis of construction emissions was conducted. 

 

Operational emissions of regional criteria air pollutants with measures included to reduce 

emissions under the DTS were identified as significant and unavoidable.  To reduce operational 

emissions associated with vehicle travel, future development will be required to implement a 

transportation demand management (TDM) program, consistent with the Downtown 

Transportation Plan.  

 

The TDM programs may incorporate, but would not be limited to, the following Transportation 

Control Measures (TCMs): 

 

¶ Rideshare Measures: 

¶ Implement carpool/vanpool program (e.g., carpool ride matching for employees, 

assistance with vanpool formation, provision of vanpool vehicles, etc.) 

¶ Transit Measures: 

¶ Construct transit facilities such as bus turnouts/bus bulbs, benches, shelters, etc. 

¶ Design and locate buildings to facilitate transit access (e.g., locate building 

entrances near transit stops, eliminate building setbacks, etc.) 

¶ Services Measures: 

¶ Provide on-site shops and services for employees, such as cafeteria, bank/ATM, 

dry cleaners, convenience market, etc.; 

¶ Provide on-site childcare or contribute to off-site childcare within walking distance. 

¶ Shuttle Measures: 

¶ Establish mid-day shuttle service from work site to food service 

establishments/commercial areas; 

¶ Provide shuttle service to transit stations/multimodal centers 

¶ Parking Measures: 

¶ Provide preferential parking (e.g., near building entrance, sheltered area, etc.) for 

carpool and vanpool vehicles; 

¶ Implement parking fees for single occupancy vehicle commuters; 

¶ Implement parking cash-out program for employees (i.e., non-driving employees 

receive transportation allowance equivalent to value of subsidized parking); 

¶ Bicycle and Pedestrian Measures: 

¶ Provide secure, weather-protected bicycle parking for employees; 

¶ Provide safe, direct access for bicyclists to adjacent bicycle routes; 

¶ Provide showers and lockers for employees bicycling or walking to work; 
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¶ Provide secure short-term bicycle parking for retail customers or non-commute 

trips; 

¶ Provide direct, safe, attractive pedestrian access from Planning Area to transit stops 

and adjacent development; 

¶ Other Measures: 

¶ Implement compressed work week schedule (e.g., 4 days/40 hours, 9 days/80 

hours); 

¶ Implement home-based telecommuting program. 

During project-level supplemental review of future individual development projects, the measures 

will be evaluated for consistency with the Downtown Strategy 2040 and General Plan policies. All 

feasible and applicable measures will be required as part of project design or as conditions of 

approval. 

 

Sensitive Receptors 

 

There are groups of people more affected by air pollution than others. CARB has identified the 

following persons who are most likely to be affected by air pollution: children under 16, the elderly 

over 65, athletes, and people with cardiovascular and chronic respiratory diseases. These groups 

are classified as sensitive receptors. Locations that may contain a high concentration of these 

sensitive population groups include residential areas, hospitals, daycare facilities, elder care 

facilities, and elementary schools. The closest sensitive receptors to the project site are residences 

adjacent to the project site (north and south) and across South 4th Street to the east. There are more 

sensitive receptors at farther distances. This project would introduce new sensitive receptors (i.e. 

adult students) to the area. 

  

Significance Thresholds 

 

In June 2010, BAAQMD adopted thresholds of significance to assist in the review of projects 

under CEQA and these significance thresholds were contained in the Districtôs 2011 CEQA Air 

Quality Guidelines. These thresholds were designed to establish the level at which BAAQMD 

believed air pollution emissions would cause significant environmental impacts under CEQA. The 

thresholds were challenged through a series of court challenges and were mostly upheld. 

BAAQMD updated the CEQA Air Quality Guidelines in 2017 to include the latest significance 

thresholds, which were used in this analysis and are summarized in Table 1. Note that the DTS 

Plan Draft Environmental Impact Report (DEIR) evaluated emissions of criteria air pollutants (and 

their precursors) and GHGs from planned development that includes the Proposed Project. 

Operational emissions from the Proposed Project are predicted in this assessment for informational 

purposes only. 
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Table 1. BAAQMD Air Quality Exceedance Thresholds 

Criteria Air Pollutant  

Construction Thresholds Operational Thresholds 

Average Daily Emissions 

(lbs./day) 

Average Daily 

Emissions 

(lbs./day) 

Annual Average 

Emissions (tons/year) 

ROG 54 

Evaluated in DTS Strategy DEIR 

NOx 54 

PM10 82 (Exhaust) 

PM2.5 54 (Exhaust) 

CO Not Applicable 

Fugitive Dust 

Construction Dust Ordinance 

or other Best Management 

Practices 

Not Applicable 

Health Risks and 

Hazards 

Single Sources Within 

1,000-foot Zone of 

Influence 

Combined Sources (Cumulative from all 

sources within 1,000-foot zone of 

influence) 

Excess Cancer Risk >10.0 per one million >100 per one million 

Hazard Index >1.0 >10.0 

Incremental annual PM2.5 >0.3 µg/m3 >0.8 µg/m3 

Greenhouse Gas Emissions 

Land Use Projects ï 

direct and indirect GHG 

emissions 

Evaluated in DTS Strategy DEIR 

Note: ROG = reactive organic gases, NOx = nitrogen oxides, PM10 = course particulate matter or particulates with 

an aerodynamic diameter of 10 micrometers (µm) or less, PM2.5 = fine particulate matter or particulates with an 

aerodynamic diameter of 2.5 µm or less.  
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AIR QUALITY IMPACTS AND MITIGATION MEASURES  
 

Impact AIR -1: Result in a cumulatively considerable net increase of any criteria 

pollutant for which the project region is non-attainment under an 

applicable federal or state ambient air quality standard? 

 

The Bay Area is considered a non-attainment area for ground-level ozone and PM2.5 under both 

the Federal Clean Air Act and the California Clean Air Act. The area is also considered non-

attainment for PM10 under the California Clean Air Act, but not the federal act. The area has 

attained both State and federal ambient air quality standards for carbon monoxide. As part of an 

effort to attain and maintain ambient air quality standards for ozone and PM10, the BAAQMD has 

established thresholds of significance for these air pollutants and their precursors. These thresholds 

are for ozone precursor pollutants (ROG and NOX), PM10, and PM2.5 and apply to both construction 

period and operational period impacts.  

 

Construction Period Emissions 

 

The California Emissions Estimator Model (CalEEMod) Version 2016.3.2 was used to estimate 

emissions from construction and operation of the site assuming full build-out of the project. The 

project land use types and size, and anticipated construction schedule were input to CalEEMod. 

Traffic generated by construction (i.e. off-site construction activities), which included worker trips, 

vendor deliveries and material hauling trip were computed separately using the CARB EMission 

FACtors 2017 model (EMFAC2017). 5 The model output from CalEEMod along with construction 

inputs are included as Attachment 2. EMFAC2017 calculations and outputs are included as 

Attachment 3.   

 

Land Use Inputs 

 

The proposed project land uses were entered into CalEEMod as described in Table 2.  

 

Table 2. Summary of Project Land Use Inputs 

Project Land Uses Size Units Square Feet Acreage 
Apartments High Rise 240 Dwelling Units 327,412 

0.45 
Enclosed Parking with Elevator 95 Parking Spaces 28,476 

 

Construction Inputs 

 

CalEEMod computes annual emissions for construction that are based on the project type, size and 

acreage. The model provides emission estimates for both on-site and off-site construction 

activities. On-site activities are primarily made up of construction equipment emissions, while off-

site activity includes worker, hauling, and vendor traffic. The construction build-out scenario, 

including equipment list and schedule, were based on information provided by the project 

applicant.  

 

 
5 See CARBôs EMFAC2017 Web Database at https://www.arb.ca.gov/emfac/2017/ 

https://www.arb.ca.gov/emfac/2017/
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The construction schedule assumed that the earliest possible start date would be June 2021 and the 

project would be built out over a period of approximately 24 months, or 519 construction 

workdays. The provided construction equipment worksheet included the schedule for each phase. 

Within each phase, the quantity of equipment to be used along with the average hours per day and 

total number of workdays was provided. Since different equipment would have different estimates 

of the working days per phase, the hours per day for each phase was computed by dividing the 

total number of hours that the equipment would be used by the total number of days in that phase.  

 

 Construction Traffic Emissions 

 

The latest version of the CalEEMod model is based on the older version of the CARB EMFAC 

2014 motor vehicle emission factor model. This model has been superseded by the EMFAC2017 

model; however, CalEEMod has not been updated to include EMFAC2017. Construction would 

produce traffic in the form of worker trips and truck traffic. The traffic-related emissions are based 

on worker and vendor trip estimates produced by CalEEMod and haul trips that were computed 

based on the estimate of demolition material to be exported, soil material imported and/or exported 

to the site, and the estimate of cement and asphalt truck trips. CalEEMod provides daily estimates 

of worker and vendor trips for each applicable phase. The total trips for those were computed by 

multiplying the daily rate by the number of days in that phase. Haul trips for demolition were 

estimated from the provided hauling volumes. The traffic information was combined with 

EMFAC2017 motor vehicle emissions factors. 

 

EMFAC2017 provides aggregate emission rates in grams per mile for each vehicle type. The 

vehicle mix for this study was based on CalEEMod default assumptions, where worker trips are 

assumed to be comprised of light-duty autos (EMFAC category LDA) and light duty trucks 

(EMFAC category LDT1and LDT2). Vendor trips are comprised of delivery and large trucks 

(EMFAC category MHDT and HHDT) and haul trucks, including cement trucks, are comprised 

of large trucks (EMFAC category HHDT). Travel distances are based on CalEEMod default 

lengths, which are 10.8 miles for worker travel, 7.3 miles for vendor trips and 20 miles for hauling 

(demolition material export and soil import/export). Since CalEEMod does not address cement or 

asphalt trucks, these were treated as vendor travel distances (7.3 miles). Each trip was assumed to 

include an idle time of 5 minutes. Emissions associated with vehicle starts were also included. On 

road emissions in Santa Clara County for 2021, 2022, and 2023 were used in these calculations. 

Table 3 provides the traffic inputs that were combined with the EMFAC2017 emission database 

to compute vehicle emissions. 
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Table 3. Construction Traffic Data Used for EMFAC2017 Model Runs 

CalEEMod Run/Land Uses 

and Construction Phase 

Trips by Trip Type  

Notes 

Daily 

Worker 

Rate1 

Daily 

Vendor 

Rate1 
Total 

Haul Rate 

Vehicle mix1 
72% LDA 

6% LDT1 

22% LDT2 

38% MHDT 

62% HHDT 
100% HDDT  

Trip Length (miles) 10.8 7.3 

20.0 Demo 

7.3 

Concrete/Asphalt 

Truck Idle Time = 

5 minutes 

Demolition/Site Preparation 396 - 11 

8,900 sf of building 

demolished and 65 tons 

of pavement hauled. 

CalEEMod worker trips 

Shoring/Grading/Excavation 1,820 - 1,563 CalEEMod Default  

Below Slab Utilities 100 - - Export = 12,500 cy 

Foundation/Structure 45,408 7,392 - CalEEMod Default  

Building - Exterior 25,800 4,200 4,400 

2,200 total cement truck 

round trips. CalEEMod 

worker and vendor trips 

Building - Interior/Architectural 

Coating 10,030 - - CalEEMod Default  

Notes: 
1 Based on 2021, 2022, and 2023 EMFAC2017 VMT-based fleet mix for Santa Clara County. 

Square feet = sf, Cubic yards = cy  

 

Summary of Computed Construction Period Emissions 

 

Average daily emissions were annualized for each year of construction by dividing the annual 

construction emissions and dividing those emissions by the number of active workdays during that 

year. Table 4 shows the annualized average daily construction emissions of ROG, NOX, PM10 

exhaust, and PM2.5 exhaust during construction of the project. As indicated in Table 4, predicted 

annualized project construction emissions would not exceed the BAAQMD significance 

thresholds during any year of construction. Additionally, the DTS control measures requires to 

implement best management practices to control dust and exhaust during construction. Therefore, 

air pollutant emissions from the project would be further reduced. 

 

Table 4. Construction Period Emissions 

Year ROG NOx 
PM10 

Exhaust 
PM2.5 

Exhaust 
Construction Emissions Per Year (Tons) 

2021 0.11 1.09 0.06 0.05 

2022 1.81 3.42 0.18 0.16 

2023 1.01 0.98 0.05 0.04 

Average Daily Construction Emissions Per Year (pounds/day) 

2021 (145 construction workdays) 1.58 15.02 0.85 0.66 

2022 (260 construction workdays) 13.92 26.32 1.40 1.21 

2023 (114 construction workdays) 17.77 17.23 0.91 0.74 

BAAQMD Thresholds (pounds per day) 54 lbs./day 54 lbs./day 82 lbs./day 54 lbs./day 

 Exceed Threshold? No No No No 

 



15 

Operational Period Emissions 

 

The impact of operational emissions was addressed in the DTS DEIR and found to be significant 

and unavoidable for the entire plan. Emissions from the project were computed for informational 

purposes. Operational air emissions from the project would be generated primarily from autos 

driven by future residents. Evaporative emissions from architectural coatings and maintenance 

products (classified as consumer products) are typical emissions from these types of uses. 

CalEEMod was used to estimate emissions from operation of the proposed project assuming full 

build-out.  

 

Model Year 

 

Emissions associated with vehicle travel depend on the year of analysis because emission control 

technology requirements are phased-in over time. Therefore, the earlier the year analyzed in the 

model, the higher the emission rates utilized by CalEEMod. This analysis assumed that the project 

would be fully built out and operating in the year 2024.  

 

EMFAC2017 Adjustment  

 

The vehicle emission factors and fleet mix used in CalEEMod are based on EMission FACtors 

from 2014 (EMFAC2014), which is an older CARB emission inventory for on road and off road 

mobile sources. Since the release of CalEEMod Version 2016.3.2, new emission factors have been 

produced by CARB. EMFAC2017 became available for use in March 2018 and approved by the 

EPA in August 2019. It includes the latest data on Californiaôs car and truck fleets and travel 

activity. Additionally, CARB has recently released EMFAC off-model adjustment factors to 

account for the Safer Affordable Efficient (SAFE) Vehicle Rule Part one.6,7 The SAFE vehicle 

Rule Part One revoked Californiaôs authority to set its own GHG emission standards and set zero 

emission vehicle mandates in California. As a result of this ruling, mobile criteria pollutant and 

GHG emissions would increase. Therefore, the CalEEMod vehicle emission factors and fleet mix 

were updated with the emission rates and fleet mix from EMFAC2017, which were adjusted with 

the CARB EMFAC off-model adjustment factors. More details about the updates in emissions 

calculation methodologies and data are available in the EMFAC2017 Technical Support 

Document.8 

 

Operational Trip Generation Rates 

 

CalEEMod allows the user to enter specific vehicle trip generation rates. Therefore, the project-

specific daily trip generation rate provided by the traffic consultant was entered into the model. 

The project would produce 735 daily trips after a Location Based Reduction and a Vehicle Miles 

 
6 California Air Resource Board, 2019. EMFAC Off-Model Adjustment Factors to Account for the SAFE Vehicle Rule Part One. 

November. Web: https://ww3.arb.ca.gov/msei/emfac_off_model_adjustment_factors_final_draft.pdf  
7 California Air Resource Board, 2020. EMFAC Off-Model Adjustment Factors for Carbon Dioxide (CO20 Emissions to Accounts 

for the SAFE Vehicles Rule Part One and the Final SAFE Rule. June. Web: 

https://ww3.arb.ca.gov/msei/emfac_off_model_co2_adjustment_factors_06262020-

final.pdf?utm_medium=email&utm_source=govdelivery  
8 See CARB 2018: https://ww2.arb.ca.gov/our-work/programs/mobile-source-emissions-inventory/road-documentation/msei-

modeling-tools-emfac 

https://ww3.arb.ca.gov/msei/emfac_off_model_adjustment_factors_final_draft.pdf
https://ww3.arb.ca.gov/msei/emfac_off_model_co2_adjustment_factors_06262020-final.pdf?utm_medium=email&utm_source=govdelivery
https://ww3.arb.ca.gov/msei/emfac_off_model_co2_adjustment_factors_06262020-final.pdf?utm_medium=email&utm_source=govdelivery
https://ww2.arb.ca.gov/our-work/programs/mobile-source-emissions-inventory/road-documentation/msei-modeling-tools-emfac
https://ww2.arb.ca.gov/our-work/programs/mobile-source-emissions-inventory/road-documentation/msei-modeling-tools-emfac
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Reduction.9 The daily trip generation was calculated using the size of the project (i.e. dwelling 

units traffic trip generation rate table) and the adjusted total automobile trips. The adjusted daily 

trip rate would be 3.06 daily weekday trips per dwelling unit. The Saturday and Sunday trip rates 

were adjusted by multiplying the ratio of the CalEEMod default rates for Saturday and Sunday 

trips to the default weekday rate with the project-specific daily weekday trip rate. The adjusted 

Saturday trip rate would be 3.63 trips per dwelling unit and the Sunday trip rate would be 2.66 

trips per dwelling unit. The default trip lengths and trip types specified by CalEEMod were used.  

 

Climate Smart San José 

 

Climate Smart San José is a plan to reduce air pollution, save water, and create a stronger and 

healthier community. The City approved goals and milestones in February 2018 to ensure the City 

can substantially reduce GHG emissions through reaching the following goals and milestones: 

 

¶ All new residential buildings will be Zero Net Carbon Emissions (ZNE) by 2020 and all 

new commercial buildings will be ZNE by 2030 (Note that ZNE buildings would be all 

electric with a carbon-free electricity source). 

¶ San José Clean Energy (SJCE) will provide 100-percent carbon-free base power by 2021. 

¶ One gigawatt of solar power will be installed in San José by 2040. 

¶ 61 percent of passenger vehicles will be powered by electricity by 2030. 

 

The California Energy Commission (CEC) updates the California Building Energy Efficiency 

Standards every three years, in alignment with the California Code of regulations. Title 24 Parts 6 

and 11 of the California Building Energy Efficiency Standards and the California Green Building 

Standards Code (CALGreen) address the need for regulations to improve energy efficiency and 

combat climate change. The 2019 CAL Green standards include substantial changes intended to 

increase the energy efficiency of buildings. For example, the code encourages the installation of 

solar and heat pump water heaters in low-rise residential buildings. The 2019 California Code went 

before City Council in October 2019 for approval, with an effective date of January 1, 2020. As 

part of this action, the City adopted a ñreach codeò that requires development projects to exceed 

the minimum Building Energy Efficiency requirements.10 The Cityôs reach code applies only to 

new residential and non-residential construction in San José. It incentivizes all-electric 

construction, requires increased energy efficiency and electrification-readiness for those choosing 

to maintain the presence of natural gas. The code requires that non-residential construction include 

solar readiness. It also requires additional EV charging readiness and/or electric vehicle service 

equipment (EVSE) installation for all development types. 

 

  

 
9 Hexagon Transportation Consultants, Inc., 2020. The Mark Traffic Volumes. November 
10 City of San José Transportation and Environmental Committee, Building Reach Code for New Construction Memorandum, 

August 2019. 
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Energy ï Electricity and Natural Gas 

 

CalEEMod defaults for energy use were used, which include the 2016 Title 24 Building Standards. 

GHG emissions modeling includes those indirect emissions from electricity consumption. The 

electricity produced emission rate was modified in CalEEMod. CalEEMod has a default emission 

factor of 641.3 pounds of CO2 per megawatt of electricity produced, which is based on PG&Eôs 

2008 emissions rate. PG&E published in 2019 emissions rates for 2010 through 2017, which 

showed the emission rate for delivered electricity had been reduced to 210 pounds CO2 per 

megawatt of electricity delivered in the year 2017.11 This intensity factor was used in the model 

along with the assumption that  the project would use electricity supplied by San José Clean Energy 

(SJCE). SJCE would provide electricity that would be 100-percent carbon free by 2021 before the 

project becomes operational.12 Electricity was assumed to be 100-percent carbon free in the model 

since this project would be operational post-2021. 

 

Additionally, the City of San José passed an ordinance in October 2019 that prohibits the use of 

natural gas infrastructure in new residential buildings (e.g. single-family homes and multi-family 

buildings).13 This ordinance applies to any new construction starting January 1, 2020. It was 

assumed in the model then that the residential portion of the project would not use any natural gas.  

 

Project Generators and Fire Pump 

 

The project would include one 1,000 kilowatts (kW) emergency diesel generator and a fire pump 

with a 150 horsepower (HP) diesel engine. The generator would be powered by a diesel engine, 

approximately 1,341 HP. This generator would be tested periodically and power the buildings in 

the event of a power failure. For modeling purposes, it was assumed that the generator and the fire 

pump would be operated primarily for testing and maintenance purposes. CARB and BAAQMD 

requirements limit these engine operations to 50 hours each per year of non-emergency operation. 

During testing periods, the engine would typically be run for less than one hour. The engine would 

be required to meet CARB and EPA emission standards and consume commercially available 

California low-sulfur diesel fuel. The generator and fire pump emissions were modeled using 

CalEEMod. 

 

Other Inputs 

 

Default model assumptions for emissions associated with solid waste generation and 

water/wastewater use were applied to the project. Water/wastewater use was changed to 100% 

aerobic conditions to represent wastewater treatment plant conditions. 

 

  

 
11 PG&E, 2019. Corporate Responsibility and Sustainability Report. Web: 

http://www.pgecorp.com/corp_responsibility/reports/2019/assets/PGE_CRSR_2019.pdf 
12 Kerrie Romanow and Rosalynn Hughey, City of San José, 2019. Building reach Code for New Construction Memorandum. 

August. Web: https://sanjose.legistar.com/LegislationDetail.aspx?ID=4090015&GUID=278596A7-1A2B-4248-B794-

7A34E2279E85 
13 City of San Jose, 2019. ñOrdinance No. 30330ò, October. Web: https://records.sanjoseca.gov/Ordinances/ORD30330.pdf 

http://www.pgecorp.com/corp_responsibility/reports/2019/assets/PGE_CRSR_2019.pdf
https://sanjose.legistar.com/LegislationDetail.aspx?ID=4090015&GUID=278596A7-1A2B-4248-B794-7A34E2279E85
https://sanjose.legistar.com/LegislationDetail.aspx?ID=4090015&GUID=278596A7-1A2B-4248-B794-7A34E2279E85
https://records.sanjoseca.gov/Ordinances/ORD30330.pdf
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Existing Uses 

 

The existing land use consists of one single-family homes and two multi-family buildings. 

However, since the traffic consultants did not provide project-specific trip generation rates for the 

existing land uses, an existing land use model was not computed nor included in the analysis.    

 

Summary of Computed Operational Emissions 

 

Annual emissions were predicted using CalEEMod and daily emissions were estimating assuming 

365 days of operation. Table 5 shows average daily construction emissions of ROG, NOX, total 

PM10, and total PM2.5 during operation of the project. The operational period emissions would not 

exceed the BAAQMD significance thresholds. 

 

Table 5. Operational Period Emissions 

Scenario ROG NOx PM10 PM2.5 

2024 Annual Project Operational Emissions (tons/year) 1.89 0.78 0.67 0.20 

BAAQMD Thresholds (tons /year) 10 tons 10 tons 15 tons 10 tons 

Exceed Threshold? No No No No 

2024 Daily Project Operational Emissions (pounds/day)1 10.38 4.29 3.66 1.10 

BAAQMD Thresholds (pounds/day) 54 lbs. 54 lbs. 82 lbs. 54 lbs. 

Exceed Threshold? No No No No 

Notes: 1Assumes 365-day operation. 
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Impact AIR -2:  Expose sensitive receptors to substantial pollutant concentrations?  

 

Project impacts related to increased community risk can occur either by introducing a new source 

of TACs with the potential to adversely affect existing sensitive receptors in the project vicinity or 

by significantly exacerbating existing cumulative TAC impacts. This project would introduce new 

sources of TACs during construction (i.e. on-site construction and truck hauling emissions) and 

operation (i.e. emergency diesel generators and mobile sources).  

 

Project construction activity would generate dust and equipment exhaust that would affect nearby 

sensitive receptors. The project would include the installation of emergency generators and a fire 

pump powered by diesel engines that would emit TACs and have air pollutant emissions. The 

project would also generate some traffic, consisting of mostly light-duty vehicles. However, the 

number of daily trips generated by the project are small and (i.e. 735 daily trips) are not considered 

a source of substantial TACs or PM2.5.  

 

Therefore, project impacts to existing sensitive receptors were addressed for temporary 

construction activities and long-term operational conditions. There are also several sources of 

existing TACs and localized air pollutants in the vicinity of the project. The impact of the existing 

sources of TAC was also assessed in terms of the cumulative risk that includes the project 

contribution.  

 

Community Risk Methodology for Construction and Operation  

 

Community risk impacts were addressed by predicting increased cancer risk, the increase in annual 

PM2.5 concentrations and computing the Hazard Index (HI) for non-cancer health risks. The risk 

impacts from the project is the combination of construction and operation sources. These sources 

include on-site construction activity, construction truck hauling, project generators, and increased 

traffic from the project. To evaluate the increased cancer risks from the project, a 30-year exposure 

period was assumed with the residential sensitive receptors being exposed to project construction 

and operation during this timeframe.  

 

The project increased cancer risk is computed by summing the project construction and operation 

contribution. Unlike, the increased maximum cancer risk, the annual PM2.5 concentration, and HI 

values are not additive but based on an annual maximum risk for the entirety of the project. The 

project MEI is identified as the sensitive receptor that is most impacted by the projectôs 

construction and operation.  

 

The methodology for computing community risks impacts is contained in Attachment 1. This 

involved the modeling of TAC and PM2.5 emissions, dispersion modeling and cancer risk 

computations. 

 

Modeled Sensitive Receptors 

 

Receptors for this assessment included locations where sensitive populations would be present for 

extended periods of time (i.e., chronic exposures). This include all adjacent existing residences to 

the north, south, west, and east of the project site, as shown in Figure 1. Residential receptors are 
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assumed to include all receptor groups (i.e. infants, children, and adults) with almost continuous 

exposure to project emissions. Community risks were also computed for students attending Notre 

Dame High School, which is approximately 290 feet southwest of the project site.  

 

Community Risks from Project Construction 

 

Construction equipment and associated heavy-duty truck traffic generate diesel exhaust, which is 

a known TAC. Although it was concluded in the previous sections (see Table 4) that construction 

exhaust air pollutant emissions would not be considered to contribute substantially to existing or 

projected air quality violations, construction exhaust emissions may still pose health risks for 

sensitive receptors such as surrounding residents. Diesel exhaust poses both a potential health and 

nuisance impact to nearby receptors. The primary community risk impact issues associated with 

construction emissions are cancer risk and exposure to PM2.5. A health risk assessment of the 

project construction activities was conducted that evaluated potential health effects to nearby 

sensitive receptors from construction emissions of DPM and PM2.5.
14 This assessment included 

dispersion modeling to predict the off-site concentrations resulting from project construction, so 

that lifetime cancer risks and non-cancer health effects could be evaluated.  

 

Construction Emissions 

 

The CalEEMod model provided total annual PM10 exhaust emissions (assumed to be DPM) for 

the off-road construction equipment and for exhaust emissions from on-road vehicles, with total 

emissions from all construction stages of 0.0.2290 tons (147 pounds). The on-road emissions are 

a result of haul truck travel during demolition and grading activities, worker travel, and vendor 

deliveries during construction. A trip length of half a mile was used to represent vehicle travel 

while at or near the construction site. Fugitive PM2.5 dust emissions were calculated by CalEEMod 

as 0.0028 tons (6 pounds) for the overall construction period.  

 

Dispersion Modeling 

 

The U.S. EPA AERMOD dispersion model was used to predict DPM and PM2.5 concentrations at 

sensitive receptors (residences and high school) in the vicinity of the project construction area. The 

AERMOD dispersion model is a BAAQMD-recommended model for use in modeling analysis of 

these types of emission activities for CEQA projects.15 Emission sources for the construction site 

were grouped into two categories: exhaust emissions of DPM and fugitive PM2.5 dust emissions.  

 

Combustion equipment exhaust emissions were modeled as a series of point sources with a nine-

foot release height (construction equipment exhaust stack height) placed at 20 feet (6 meter) 

intervals throughout the construction site. This resulted in 49 individual point sources being used 

to represent mobile equipment DPM exhaust emissions in the construction area, with DPM 

emissions occurring throughout the project construction site. Construction fugitive PM2.5 dust 

emissions were modeled as an area source encompassing the entire construction site with a near 

ground level release height of 7 feet (2 meters). 

 
14 DPM is identified by California as a toxic air contaminant due to the potential to cause cancer. 
15 Bay Area Air Quality Management District (BAAQMD), 2012, Recommended Methods for Screening and Modeling Local 

Risks and Hazards, Version 3.0. May. 
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Since there are a number of tall buildings adjacent to, or in close proximity to the project 

construction site, the effects of building downwash on the construction equipment exhaust plumes 

were included in the modeling analysis. The locations of the point sources used for the modeling 

and the buildings that were evaluated for potential downwash effects are identified in Figure 1. 

Emissions from vehicle travel on- and off-site were distributed among the point sources throughout 

the site. Construction emissions were modeled as occurring daily between 7:00 a.m. to 5:00 p.m. 

Monday through Friday per the project applicantôs construction schedule. 

 

The modeling used a 5-year meteorological data set (2013-2017) from the San José Airport 

prepared for use with the AERMOD model by the BAAQMD. Annual DPM and PM2.5 

concentrations from construction activities during the 2021-2023 period were calculated using the 

model. DPM and PM2.5 concentrations were calculated at nearby sensitive receptor locations. 

Receptor heights of 5 feet (1.5 meters) and 15 feet (4.5 meters) used to represent the breathing 

heights of residences in single-family homes and multi-family developments. A breathing height 

of 5 feet was also used to model the construction risks for high school students at Notre Dame 

High School.  

 

Summary of Construction Community Risk Impacts  

 

The increased cancer risk calculations were based on applying the BAAQMD recommended age 

sensitivity factors to the TAC concentrations, as described in Attachment 1. Age-sensitivity factors 

reflect the greater sensitivity of infants and small children to cancer causing TACs. Infant and adult 

exposures were assumed to occur at all residences during the entire construction period. For the 

high school, students were assumed to be between the ages of 14 and 18 years old. The child (ages 

2 through 16 years old) cancer risk parameters were used to calculate the increased cancer risk for 

the students.   

 

The maximum modeled annual PM2.5 concentration was calculated based on combined exhaust and 

fugitive concentrations. The maximum computed HI values was based on the ratio of the maximum 

DPM concentration modeled and the chronic inhalation refence exposure level of 5 µg/m3. 

 

The maximum modeled annual DPM and PM2.5 concentrations, which includes both the DPM and 

fugitive PM2.5 concentrations, were identified at nearby sensitive receptors (as shown in Figure 1) 

to find the maximally exposed individuals (MEI). Table 6 lists the community risks from 

construction at the location of the residential MEI and at Notre Dame High School. Attachment 4 

to this report includes the emission calculations used for the construction modeling and the cancer 

risk calculations. 
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Figure 1.  Project Construction Site, Locations of Modeled DPM Point Sources, 

Buildings Evaluated for Downwash Effects, and Maximum TAC Location  
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Community Risks from Project Operation ï Traffic and Generators 

 

Operation of the project would have long-term emissions from mobile sources (i.e., traffic) and 

stationary sources (i.e., generator). While these emissions would not be as intensive at or near the 

site as construction activity, they would contribute to long-term effects to sensitive receptors. 

 

Project Traffic 

 

Per BAAQMD recommended risks and methodology, a road with less than 10,000 total vehicle 

per day is considered a low-impact source of TACs.16 This project would generate 735 daily trips 

with a majority of the trips being from light-duty vehicles (i.e. passenger cars), which is less than 

10,000 daily vehicles. BAAQMD considers roadways that have less than 10,000 average daily 

trips (ADT) to be low-impact sources of TACs and do not need to be considered in the CEQA 

analysis.17 Therefore, emissions from project traffic would be negligible and not included within 

this analysis.    

 

Project Emergency Diesel Generator and Fire Pump 

 

As stated before, the project would include one 1,000 kW (approximately 1,341 HP) emergency 

diesel generator and a fire pump with a 150 HP diesel engine. The generator would be located on 

the rooftop of the building, while the diesel fire pump engine would be in the basement. Figure 2 

shows the location of the modeled emergency generator.  

 

This diesel engine would be subject to CARBôs Stationary Diesel Airborne Toxics Control 

Measure (ATCM) and require permits from the BAAQMD, since it will be equipped with an 

engine larger than 50 hp. As part of the BAAQMD permit requirements for toxics screening 

analysis, the engine emissions will have to meet Best Available Control Technology for Toxics 

(TBACT) and pass the toxic risk screening level of less than ten in a million. The risk assessment 

would be prepared by BAAQMD. Depending on results, BAAQMD would set limits for DPM 

emissions (e.g., more restricted engine operation periods). Sources of air pollutant emissions 

complying with all applicable BAAQMD regulations generally will not be considered to have a 

significant air quality community risk impact.  

 

To obtain an estimate of potential cancer risks and PM2.5 impacts from operation of the emergency 

generators the U.S. EPA AERMOD dispersion model was used to calculate the maximum annual 

DPM concentration at off-site sensitive receptor locations (nearby residences). The same receptors 

and breathing heights used in the construction dispersion modeling were used for the generator 

discern model. Additionally, the BAAQMD San José Airport meteorological data was used. Stack 

parameters (stack height, exhaust flow rate, and exhaust gas temperature) for modeling the 

generators were based on BAAQMD default parameters for emergency diesel generators since 

 
16 Bay Area Air Quality Management District, 2012, Recommended Methods for Screening and Modeling Local Risks and 

Hazards, Version 3.0. May. Web: https://www.baaqmd.gov/~/media/files/planning-and-research/ceqa/risk-modeling-approach-

may-2012.pdf?la=en 
17 BAAQMD, 2012. Recommended Methods for Screening and Modeling Local Risks and Hazards. May. Web: 

https://www.baaqmd.gov/~/media/files/planning-and-research/ceqa/risk-modeling-approach-may-2012.pdf?la=en 

https://www.baaqmd.gov/~/media/files/planning-and-research/ceqa/risk-modeling-approach-may-2012.pdf?la=en
https://www.baaqmd.gov/~/media/files/planning-and-research/ceqa/risk-modeling-approach-may-2012.pdf?la=en
https://www.baaqmd.gov/~/media/files/planning-and-research/ceqa/risk-modeling-approach-may-2012.pdf?la=en
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project-specific information is not available.18 Annual average DPM and PM2.5 concentrations 

were modeled assuming that generator and fire pump testing could occur at any time of the day 

(24 hours per day, 365 days per year).  

 

To calculate the increased cancer risk from the generator and fire pump at the MEI, the cancer 

risks exposure duration was adjusted to account for the residential MEI being exposed to 

construction for the first three years of the 30-year lifetime period. The exposure duration for the 

generators was adjusted for 27 years. One year of exposure was assumed for the students at Norte 

Dame High School since students would be exposed to construction during the first three years of 

their time at high school. Table 6 lists the community risks from emergency diesel generator and 

fire pump at the location of residential MEI and Notre Dame High School. The emissions and 

health risk calculations for the proposed generators are included in Attachment 4. 

 

Figure 2. Location of Project Generators, Locations of Off-Site Sensitive Receptors 

and Maximum TAC Impacts 

  

 
18  Bay Area Air Quality Management District, San Francisco Department of Public Health, and San Francisco Planning 

Department, 2012. The San Francisco Community Risk Reduction Plan: Technical Support Document, BAAQMD, December. 

Web: https://www.gsweventcenter.com/Appeal_Response_References/2012_1201_BAAQMD.pdf  

https://www.gsweventcenter.com/Appeal_Response_References/2012_1201_BAAQMD.pdf
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Summary of Project-Related Community Risks at the Offsite Project MEI  

 

For this project, the sensitive receptor identified as the construction MEI is also the project MEI. 

At this location, the MEI would be exposed to three years of construction cancer risks and 27 years 

of operational (i.e. fire pump and emergency backup generator) cancer risks. The cancer risks from 

construction and operation of the project were summed together. The annual PM2.5 concentration, 

and HI values are based on an annual maximum risk for the entirety of the project.  

 

As shown in Table 6, the unmitigated maximum cancer risks and annual PM2.5 concentration from 

construction and operation activities at the residential project MEI location would exceed the 

single-source significance thresholds. However, the mitigated risk and hazard values would not 

exceed the BAAQMD single-source significance thresholds. None of the unmitigated risks and 

hazards at Norte Dame High School would exceed the BAAQMD single-source significance 

thresholds.  

 

Table 6. Construction and Operation Risk Impacts at the Offsite Project MEI and 

Norte Dame High School 

Source 
Cancer Risk 
(per million)  

Annual 

PM2.5 
(µg/m3) 

Hazard 
Index 

Residential Sensitive Receptor 

Project Construction (Residential Exposure, (Years 0-3) 

 

                                                     Unmitigated 

Mitigated     

151.49 (infant) 

9.21 (infant) 

0.82 

0.05 

0.16 

0.01 

Project Generator and Fire Pump (Years 4-30)                      0.24  <0.01 <0.01 

Unmitigated Total/Maximum Project (Years 0-30) 151.73  0.82 0.16 

Mitigated Total/Maximum Project (Years 0-30) 9.45  0.05 0.01 

BAAQMD Single-Source Threshold >10.0 >0.3 >1.0 

Exceed Threshold (Residential Exposure)? 

 

Unmitigated 

Mitigated 

Yes 

No 

 

Yes 

No 

No 

No 

Norte Dame High School Student Receptor1 

Project Construction (Years 1-3) 
 

Unmitigated 1.23 (Student) 0.02 <0.01 

Project Generator and Fire Pump (Years 4)                     <0.01 (Student) <0.01 <0.01 

Unmitigated Total/Maximum Project (Years 1-4) <1.24 0.02 <0.01 

BAAQMD Single-Source Threshold >10.0 >0.3 >1.0 

Exceed Threshold (Student Exposure)? No No No 

Notes: 1Listed for informational purposes 
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Cumulative Community Risks of all TAC Sources at the Offsite Project MEI  

 

Community health risk assessments typically look at all substantial sources of TACs that can affect 

sensitive receptors that are located within 1,000 feet of a project site (i.e. influence area). These 

sources include freeways or highways, busy surface streets, and stationary sources identified by 

BAAQMD. A review of the project area indicates that traffic on South 4th Street and South 3rd 

Street would exceed 10,000 vehicles per day. Other nearby streets would have less than 10,000 

vehicles per day. A review of BAAQMDôs stationary source map website identified three 

stationary sources with the potential to affect the project MEI. In addition, there is one 

development projects whose construction would contribute to the cumulative risk. The risk impacts 

from this development is included within the analysis. Figure 3 shows the location of the sources 

affecting the MEI. Community risk impacts from these sources upon the MEI reported in Table 7. 

Details of the modeling and community risk calculations are included in Attachment 5.  

 

Figure 3. Project Site and Nearby TAC and PM2.5 Sources 

 
 

  



https://www.baaqmd.gov/~/media/files/planning-and-research/ceqa/risk-modeling-approach-may-2012.pdf?la=en
https://www.baaqmd.gov/~/media/files/planning-and-research/ceqa/risk-modeling-approach-may-2012.pdf?la=en


https://baaqmd.maps.arcgis.com/apps/webappviewer/index.html?id=2387ae674013413f987b1071715daa65












https://ww2.arb.ca.gov/sites/default/files/classic/cc/scopingplan/scoping_plan_2017.pdf




https://www.dgs.ca.gov/BSC/Resources/Page-Content/Building-Standards-Commission-Resources-List-Folder/CALGreen#:~:text=CALGreen%20is%20the%20first%2Din,to%201990%20levels%20by%202020.
https://www.dgs.ca.gov/BSC/Resources/Page-Content/Building-Standards-Commission-Resources-List-Folder/CALGreen#:~:text=CALGreen%20is%20the%20first%2Din,to%201990%20levels%20by%202020.


https://www.energy.ca.gov/sites/default/files/2020-03/Title_24_2019_Building_Standards_FAQ_ada.pdf
https://www.epa.gov/sites/production/files/2020-04/documents/us-ghg-inventory-2020-main-text.pdf
https://ww3.arb.ca.gov/cc/inventory/pubs/reports/2000_2017/ghg_inventory_trends_00-17.pdf
http://www.baaqmd.gov/~/media/files/planning-and-research/emission-inventory/by2011_ghgsummary.pdf





























































































































































































































































































